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ÅPORTABLE
Å900 Mhz digital spread spectrum

Åoperates on lithium ion battery up to 5 years

ÅCSA certified intrinsically safe

Ådual point (HI and HI-HI) level switch

Åadjustable insertion length

Åall wetted parts 316SS

Åweighs less than 7 lb (<3 kg)

Åworks with existing FillCheck®
Receivers

Å RUGGED and DURABLE!

PFCheck Ê

FI-TX-PF

portable wireless overfill protection

Protected under U.S. Patent Number 6,229,448



FillCheck
®

Transmitter

Ĳò shaft adapter

bored-thru Ĳò Swagelok fitting
w/ teflon ferrule, 1ò MNPT

2ò Camlock
(or other optional mounts)

Ĳò OD 316 SS shaft

ruggedized dual 1ò float switch

Also available with single float
with1-3/4ò OD slotted outer sleeve  

adjustable

insertion

length

PFCheck
Ê

consists of a  

FillCheck
®

Transmitter

coupled with a rugged-

ized 1ò dual point level 

switch.

This portable, battery-

powered, intrinsically-

safe system is designed 

to provide overfill 

protection while filling 

rail cars, barges, tank 

trucks, or any vessel. weight: 6.5 lb (2.9 kg)

overall length: 58ò (1219 mm)

float switch OD: 1.75ò (44.5 mm)

PFCheck Ê

FI-TX-PF



FillCheck® 

Transmitter

(wireless, battery-

powered, 

intrinsically safe)

Tank Car 

Dome Lid 

Clamp 

(adjustable)

Ruggedized 

stainless 

steel float 

switch

PFCheck Ê



transmitter shaft length

0ò ï24ò

(0 cm ï610 mm)

maximum distance

to center of top float

12ò ï72ò

(305 mm ï1829 mm)

distance between floats

2ò ï10ò

(51 mm ï254 mm)

transmitter

18.75ò

(476 mm)

shaft adapter

3.75ò

(95 mm)

float shield

14.00ò

(356 mm)

0.75ò bored-thru

tubing fitting

with Teflon ferrule

316 stainless body

2ò nominal female

ñCam & Grooveò

316 stainless body

Also available with 

adjustable rail car 

dome lid clamp

Ls

L1

L2

NOTE:  DIMENSIONS 

SHOWN ARE FOR 

STANDARD UNITS.

CUSTOM UNITS 

AVAILABLE IN 

VIRTUALLY ANY SIZE, 

MATERIAL, OR 

CONFIGURATION.

PLEASE CALL FOR 

PRICES AND DETAILS.

VARIABLE LENGTHS
(PLEASE SPECIFY)

FIXED

LENGTHS

Standard PFCheckÊ

ordering information


